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FalconEyes
ROLLFLEX Il

Double Bead LED Strips
Over 30% Increase in Output
Remote APP Control

Wired and Wireless DMX
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Introducing the advanced 3rd generation of ROLLFLEX llI,
now equipped with a versatile double-beaded LED strip that
can be easily replaced, extending the mat's lifespan. This
remarkable LED strip produces an accurate bi-color light
source, offering exceptional lighting capabilities. Moreover,
we have significantly increased the overall power, resulting in
an impressive upgrade in LUX brightness across all
ROLLFLEX Il models.

Attaching the LED mat securely to any metal surface is
effortless, thanks to the magnetic corner holders. In addition,
the ROLLFLEX Ill is now compatible with both the DeSal Lite+
Bluetooth remote app and wireless DMX remote control. To
further streamline the lighting setup process, the control box
includes built-in lighting effects, allowing for quick and easy
simulation of various lighting scenes.

Developed with the latest SMD LED technology in a slim panel
housing, the ROLLFLEX Il LED flex light can be rolled and
flexed as needed. Its lightweight, portable design makes it
ideal for both indoor and outdoor applications. Available in
various sizes and power outputs, as well as featuring DMX
control systems and scene effect modes, the ROLLFLEX Il
caters to the diverse needs of film production.

Equipped with a DMX512 system (via XLR 5-pin) and wireless
DMX capability, the ROLLFLEX Ill can be connected to the
optional 2.4G DMX control box (TX-WD7) for convenient
control within a range of up to 30 meters. For further flexibility,
it can be linked to a DMX console using a standard XLR 3-pin
cable to achieve a wide range of lighting effects. Additionally,
it seamlessly integrates with the DeSal Lite+ app, enabling
remote control with a range of up to 20 meters.
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Mobile APP Preset 9 scene 3000-5600K Wireless &  Plug-in dual-mode CRI95+
smart control lighting effects ~ Adjustable CCT Wired DMX battery power supply ~ TLCI97+
3rd Gen Bi-color ROLLFLEX
Model No. RX-18TDX Il RX-24TDX 1l RX-48TDX 1l RX-120TDX Il
Output Wattage 130W 220W 360W 680W
LUX ( 5600K/1m ) 4590Lux 6990Lux 10600Lux 15500Lux
Dimensions 621x470mm 621x614mm 1270x616mm 1170x1160mm
Weight 1.04Kg 1.25Kg 2.03Kg 3.18Kg
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RX-18TDX IlI

Wattage: 130W
LUX: 4590Lux(1m/5600K )

CCT: 3000-5600K
APP + Wireless DMX

9 scene effect

RX-8TDXI|
b 20 i

Control box + Light

3000K 5600K
Content list
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RX-18TDX lll Grid Softbox Power cable
X-Frame CL-40V CLD-14 Velcro BG-18 Il
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RX-24TDX Il
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Control box

Wattage: 220W
LUX: 6990Lux(1m/5600K )

CCT: 3000-5600K
APP + Wireless DMX

9 scene effect

Content list

*m
RX-24TDX Il Control box Grid Softbox Power cable
X-Frame CL-40V CLD-14 Velcro BG-24 lll
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RX-48TDX Il

Wattage: 360W r HHE
LUX: 10600Lux(1m/5600K ) HHHE
CCT: 3000-5600K il 3§tE:
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APP + Wireless DMX 1 HHHH
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Control box

Content list

RX-48TDX llI Control box Grid Softbox Power cable X-Frame CL-40V1 CLD-16 CC-15
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RX-120TDX Il
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Wattage: 680W Control box
LUX: 15500Lux(1m/5600K )

CCT: 3000-5600K
APP + Wireless DMX

9 scene effect

Content list

:7&‘
Power cable
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L—“ —:L (\J\’ f{%%:\
RX-120TDX llI Control box CLD-16 Frame Grid + Diffusor CL-40Vv2 Wire rope CC-03
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Products Specification

(] o
E E
3 3
3 3
| | | |
[ [ [ [
470mm 614mm
RX-18TDX Il RX-24TDX Il
* Model No. RX-18TDX Il RX-24TDX Il
e LEDs &Power Yellow/320pcs White/320pcs Yellow/440pcs White/440pcs
e Output Wattage 130W 220W

Color Temperature

3000-5600K

Operating Voltage

AC 100V-240V

e Compatibility AC POWER / DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 64° ( 5600K ) 66° ( 5600K )

Control Function

Switch+knob+key, APP, wireless & wired DMX

e CRI 95+

e TLCI 97+

e Dimensions Light : 621x470mm Light : 621x614mm

Control box : 210x171x105mm Control box : 210x171x105mm
. Weiaht Light : 1.04Kg Light : 1.25Kg
e Control box : 1.52Kg Control box : 1.6Kg
LUX

e Model No. RX-18TDX Il RX-24TDX Il

e Distance 0.5m Tm 2m 0.5m Tm 2m

« 3000K 15300lux 4410lux 1180lux 21900Lux 6740Lux 1860Lux
1421fc 409fc 109fc 2035fc 626fc 172fc

. 5600K 15900lux 4590lux 1220lux 22800Lux 6990Lux 1920Lux
1477fc 426fc 113fc 2118fc 649fc 178fc
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616mm
RX-48TDX Il

Specifications

Model No.
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RX-120TDX Il
RX-48TDX llI RX-120TDX 1l

LEDs &Power

Yellow/880pcs White/880pcs

Yellow/1600pcs White/1600pcs

Output Wattage

360W

680W

Color Temperature

3000-5600K

Operating Voltage

AC 100V-240V

e Compatibility AC POWER / DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 66° ( 5600K ) 75° ( 5600K )

Control Function

Switch+knob+key, APP, wireless & wired DMX

e CRI 95+
e TLCI 97+
« Dimensions Light : 1270x616mm Light : 1170x1160mm
Control box : 246x171x105mm Control box : 281x195x181mm
« Weight Light : 2.03Kg Light : 3.18Kg
Control box : 2.07Kg Control box : 4.24Kg
LUX
e Model No. RX-48TDX Il RX-120TDX Il
e Distance 0.5m Tm 2m 0.5m Tm 2m
. 3000K 25500Lux 10200Lux 3090Lux 34000Lux 15300Lux 5030Lux
2369fc 947fc 287fc 3160fc 1422fc 467fc
. 5600K 26600Lux 10600Lux 3190Lux 34100Lux 15500Lux 5140Lux
2472fc 985fc 296fc 3169fc 1441fc 478fc
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FalconEyes ROLLFLEX
RGBWW FLEX LIGHT

Mobile APP Preset 20 scene
smart control lighting effects

Introducing the advanced 3rd generation of ROLLFLEX IlII,
now equipped with a versatile double-beaded LED strip that
can be easily replaced, extending the mat's lifespan. This
remarkable LED strip produces a vibrant RGBWW light
source, offering exceptional lighting capabilities. Moreover,
we have significantly increased the overall power, resulting in
an impressive upgrade in LUX brightness across all
ROLLFLEX Il models.

Attaching the LED mat securely to any metal surface is
effortless, thanks to the magnetic corner holders. In addition,
the ROLLFLEX Il is now compatible with both the DeSal Lite+
Bluetooth remote app and wireless DMX remote control. To
further streamline the lighting setup process, the control box
includes built-in lighting effects, allowing for quick and easy
simulation of various lighting scenes.
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Developed with the latest SMD LED technology in a slim panel
housing, the ROLLFLEX Il LED flex light can be rolled and
flexed as needed. Its lightweight, portable design makes it
ideal for both indoor and outdoor applications. Available in
various sizes and power outputs, as well as featuring DMX
control systems and scene effect modes, the ROLLFLEX Il
caters to the diverse needs of film production.

Equipped with a DMX512 system (via XLR 5-pin) and wireless
DMX capability, the ROLLFLEX IIl can be connected to the
optional 2.4G DMX control box (TX-WD7) for convenient
control within a range of up to 30 meters. For further flexibility,
it can be linked to a DMX console using a standard XLR 3-pin
cable to achieve a wide range of lighting effects. Additionally,
it seamlessly integrates with the DeSal Lite+ app, enabling
remote control with a range of up to 20 meters.

3rd Gen RGBWW ROLLFLEX
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Model No. i
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RX-718 llI RX-724 111 RX-7120 llI

Output Wattage 130W 220w 360W 680W
LUX (5600K/1m) 4740Lux 7450Lux 10700Lux 15500Lux
Dimensions 620x470mm 620x622mm 1230x622mm 1170x1160mm
Weight 1.17Kg 1.39Kg 2.22Kg 3.4Kg
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RX-718 Il

Wattage: 130W
LUX: 4740Lux(1m/5600K )

CCT: 2500-9999K
APP+Wireless DMX

20 scene effect

FalconEyes

Control box

FaléonEy

Content list
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RX-718 1l Control box Grid Softbox Power cable
\/N\-
X-Frame CL-40V CLD-14 Velcro BG-18 Il
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RX-724 1|

Wattage: 220W

LUX: 7450Lux(1m/5600K )
CCT: 2500-9999K
APP+Wireless DMX

20 scene effect

Content list

lrll—

RX-724 1l Control box

\/Lk;

X-Frame CL-40V
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Grid Softbox
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CLD-14

Velcro

Power cable

BG-24 1l

RX-748 Il

Wattage: 360W
LUX: 10700Lux(1m/5600K )

CCT: 2500-9999K
APP+Wireless DMX

20 scene effect

Content list

Control box

RX-748 1l Control box

Grid Softbox

A

Power cable

.

CL-40V1

X-Frame

CLD-16

CC-15
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RX-7120 lli

Wattage: 680W
LUX: 15500Lux(1m/5600K )

CCT: 2500-9999K
APP+Wireless DMX

20 scene effect

Control box

RX-120PD

Content list

RX-7120 1l Control box
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Pl

Power cable

Grid + Diffusor

=

CL-40Vv2

RX-120PD

Wire rope

L

Frame

CC-03

Specifications

* Model No. RX-718 1l RX-724111
e LEDs &Power Yellow/320pcs White/320pcs RGB/320pcs Yellow/440pcs White/440pcs RGB/440pcs
e Output Wattage 130W 220W

Color Temperature

2500-9999K

Operating Voltage

AC 100V-240V

o Compatibility AC POWER /DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 63° ( 5600K ) 64° ( 5600K )

Control Function

Switch+knob+key, APP, wireless & wired DMX

e CRI 95+
e TLCI 97+
. . Light : 620x470mm Light : 620x622mm
e Dimensions
Control box : 203x170x88mm Control box : 203x170x88mm
« Weight Light : 1.17Kg Light : 1.39Kg
Control box : 1.58Kg Control box : 1.67Kg
LUX
e Model No. RX-718 lll RX-724 1l
e Distance 0.5m Tm 2m 0.5m Tm 2m
. 2500K 13200Iux 3920lux 1070lux 19100Lux 5970Lux 1680Lux
1227fc 364fc 99fc 1775fc 555fc 156fc
e 5600K 15900Iux 4740lux 1300lux 24100Lux 7450Lux 2100Lux
1478fc 441fc 121fc 2240fc 692fc 195fc
9999K 18300Iux 5370lux 1470lux 26400Lux 8200Lux 2310Lux
1701fc 499fc 137fc 2454fc 762fc 215fc
* Model No. RX-748 1l RX-7120 1l
e LEDs &Power Yellow/880pcs White/880pcs RGB/880pcs Yellow/1600pcs White/1600pcs RGB/1600pcs
e Output Wattage 360W 680W
e Color Temperature 2500-9999K

Operating Voltage

AC 100V-240V

o Compatibility AC POWER / DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 64° ( 5600K ) 78° ( 5600K )

Control Function

Switch+knob+key, APP, wireless & wired DMX

* CRI 95+

e TLCI 97+

e Dimensions Light : 1230x622mm Light : 1170x1160mm

Control box : 245x172x105mm Control box : 335x170x195mm
.« Weight Light : 2.22Kg Light : 3.4Kg
Control box : 2.12Kg Control box : 4.42Kg
LUX

e Model No. RX-748 1l RX-7120 1l

e Distance 0.5m Tm 2m 0.5m Tm 2m

. 2500K 23300lux 9020lux 2730lux 29300Lux 13600Lux 4710Lux
2165fc 838fc 254fc 2723fc 1264fc 438fc

« 5600K 27100lux 10700lux 3260lux 31400Lux 14900Lux 5160Lux
2519fc 994fc 303fc 2918fc 1385fc 480fc

« 9999K 31700lux 12400lux 3750lux 40500Lux 18800Lux 6520Lux
2946fc 1152fc 349fc 3764fc 1747fc 606fc
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S-Series COB

S20 | 200w

S30 | 300W

S60 | 680W

Daylight _ Daylight Daylight

S-Series COB

FalconEyes offers a wide range of S-series studio lights
(COB) in different variations to cater to the diverse needs
of video production, including the film industry. These
lights are available in both daylight (5600K) and bi-color
temperature (2500K-9999K) versions, with power outputs
of 200W, 300W, and 600W.

For the 600W version, we have specially designed the
lamp head and control box to withstand extreme weather
conditions, making them water-resistant.

All S-series COB lights are equipped with a Bowens
bayonet mount, providing a sturdy mounting feature

[ 14/28

compatible with Bowens light modifiers, which are
essential in any professional studio setup.

The S-series lights also come with Bluetooth APP Control
functionality, allowing stable remote control through your
mobile phone. Users can download the DeSal Lite+ app
from the Apple App Store or Google Play Store. This app
enables control of the S-series lights with special effects
mode, including preset effects such as Lightning 1,
Lightning 2, TV, Candle, Reporter, Rapid Stroboscopic,
Low/High Beam switch, Light strobe, and Heartbeat. All
lighting effects can be adjusted for speed and dimmer
level, offering enhanced flexibility.

S60TD | 650w

Bi-color

O0OO0OO0OO

CRI 96+ high color 9 20 scene Mobile APP DMX Bowens AC&DC battery
rendering index lighting effects smart control Light Control mount power supply

(¢

7

By

S30TD | 300w - S20TD | 200w

Bi-color . Bi-color

LGN




$S20/20TD

Wattage: 200W

APP+DMX+9 scene effects

Content list

MW s20
Daylight

M s20TD
Bi-color

S30/30TD

Wattage: 300W
APP+DMX+9 scene effects

Content list

M s30
Daylight

M sS30TD

- Bi-color
o

S20/20TD

Specifications

Model No.

Control box

SR-19L Power cable Extension cable CL-40V Carry case

S20 S20TD

LEDs & Power

1Pcs*x200W

Output Wattage

200w

Color Temperature

5600K 2500-9999K

Operating Voltage

AC 100V-240V

e Compatibility AC POWER /DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 60° / 20° ( with SR-19L reflector ) 61°/26° ( with SR-19L reflector )

Control Function

Switch+knob+key, APP, DMX

* CRI 96+
e TLCI 97+
e Dimensions Light : 325x215x135mm Control box : 200%x147%102mm
o Weight Light : 1.9kg Control box : 1.38kg Light : 1.9kg Control box : 2.11kg
LUX
e Model No. S20 S20TD
e Distance 0.5m Tm 2m 3m 5m 0.5m Tm 2m 3m 5m
. 5600K 32200lux | 7760lux | 1980lux 945lux 400lux | 33500lux | 8020lux | 2020lux 965lux 401lux

2992fc 721fc 184fc 87fc 37fc 3113fc 745fc 187fc 89fc 37fc

5600K + SR-19L

200000lux | 60800lux | 14500lux | 6300lux | 2320lux |190000lux | 43000lux | 10100lux | 4460lux | 1650lux
18587fc 5650fc 1347fc 585fc 215fc 17657fc 3996fc 938fc 414fc 153fc
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S20/20TD

Specifications

Model No.

Control box

SR-19L Power cable Extension cable CL-40V Carry case

S30 S30TD

LEDs & Power

1Pcs*x300W

Output Wattage

300W

Color Temperature

5600K 2500-9999K

Operating Voltage

AC 100V-240V

e Compatibility AC POWER /DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 61°/24° ( with SR-19L reflector ) 60° / 28° ( with SR-19L reflector )

Control Function

Switch+knob+key, APP, DMX

* CRI 96+
e TLCI 97+
e Dimensions Light : 400x215x135mm Control box : 292x146x104mm
o Weight Light : 2.52kg Control box : 2.41kg Light : 2.56kg Control box : 2.15kg
LUX
e Model No. S30 S30TD
e Distance 0.5m Tm 2m 3m 5m 0.5m Tm 2m 3m 5m
. 5600K 50600lux | 12200lux | 3160lux | 1520lux 625lux | 48000lux | 11400lux | 2930lux 1410lux 584lux

4702fc 1133fc 293fc 145fc 58fc 4460fc 1059fc 272fc 131fc 54fc

5600K + SR-19L

380000lux | 86400lux | 20200lux | 9000lux | 3230lux |270000lux | 60200lux | 13900lux | 6010lux | 2260lux
35315fc 8029fc 1877fc 836fc 300fc 25092fc 5594fc 1291fc 558fc 210fc
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S60/60TD S oeright | Blecalor

Wattage: 680W/650W
APP+DMX(S60TDWireless DMX)

+9 scene effects
IPX4

2200-20000K

RGB. HSI

G/M Shift Adjustment
20 Scene Effect b

4.3” Touch Screen Dimming

APP . Wireless DMX / C

S60/60TD Control box SR-19L
OO o
Power cable Extension cable Carry case
¢ Model No. S60 S60TD
e LEDs & Power 1Pcsx700W 1Pcsx800W
e Output Wattage 680W 650W
e Color Temperature 5600K 2500-9999K
e Operating Voltage AC 100V-240V
e Compatibility AC POWER / DC V-MOUNT
e Dimming 0-100% Step-less dimming
e Beam Angle 64° /20° ( with SR-19L reflector ) 65°/21° ( with SR-19L reflector )
e Control Function Switch+knob+key, APP, DMX
e CRI 96+
e TLCI 97+
e Dimensions Light : 431x280x176mm Light : 475x288x175mm
Control box : 281x195%x181mm Control box : 335x195%170mm
o Weight Light : 5.56kg Control box : 3.72kg Light : 5.95kg Control box : 4.6kg
LUX
e Model No. S60 S60TD
e Distance 0.5m Tm 2m 3m 5m 0.5m Tm 2m 3m 5m
. 5600K 118000lux | 27800lux | 7300lux | 3510lux | 1460lux | 93300lux | 22500lux | 5850lux | 2830lux | 1180lux &
10966fc 2583fc 678fc 326fc 135fc 8671fc 2091fc 543fc 263fc 109fc L2 2R
o 5600K + SR-19L 72(5)8‘(5)gllcux 150000lux | 34900lux | 15500lux | 5840lux |530000lux | 120000lux | 27500lux | 12000lux | 4490lux I ot o ver
C 13940fc 3243fc 1440fc 542fc 49256fc 11152fc 2555fc 1115fc 417fc Eotio nga e o
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RGBWW VIDEO FILM LIGHTING
— S600CPro

The FalconEyes S600CPro is a powerful RGBWW COB light with 600W
of power. It's designed with a Bowens bayonet for secure mounting
with all Bowens light modifiers, making it an essential tool for any
professional studio. Despite its high power, the S600CPro remains
relatively compact due to its efficient LED chip. Its full color RGBWW
and bi-color temperature range of 2200K to 20000K ensure accurate
color matching as a key light.

The included control box features 2 x V-mount sockets for DC battery
power, allowing for use anywhere on location. With a 650W high power
output, the S600CPro provides an outstanding daylight LUX value of
930,000 at half a meter distance and 107,000 at one meter distance.

Designed for use in extreme weather conditions, the lamp head and
control box are water-resistant. The S600CPro also comes with 20
special scene effects, including preset effects such as Lightning,
Police Car, TV, Candle, Reporter, Party Light, Low/High Beam, and
Heartbeat. All lighting effects are adjustable in terms of speed and
dimmer level, adding to its flexibility. With "Desal Lite+" Bluetooth APP
control featuring updated dimming curves, the S600CPro can be
remotely controlled through your mobile phone with stability.4.3-inch
largest touch screen in its class, touch dimming is simple and efficient.

Content list

Light Control box SR-21H Extension cable Power cable CL-40V2 Wire rope 2.4G antenna Carry case
Specifications
v somcr waroown v oen | n |an | | on_
LEDs 8P 600W(White) + 600W(Yellow) + 2500K 54600 | 12500 3110 1470 600
s arower 750W(RGB)
5600K 79300 | 17700 4500 2130 878
Output Wattage 650W
20000K 72800 | 16400 4160 1980 817
Color Temperature 2200K-20000K
Operating Voltage AC100V-240V R 6680 1480 381 182 76
. - AC POWER G 11900 2620 683 328 137
ompatibiiity Sony V Mount Battery (DC)
B 5920 1320 339 162 67
Beam Angle 60° / 42° (with SR—21H reflector) (SR-21H)
_ 2500K 700000 | 73000 9200 3350 1180
Control Function Switch+knob+key, APP,
2.4G Wireless DMX / CRMX 5600K 930000 | 107000 | 13500 4900 1710
CRI 9% 20000K 750000 | 97700 | 12500 | 4580 1590
. . Light: 475x288x175mm
R 86400 9130 1160 424 151
Dimensions Control box: 335x170x195mm
G 166000 | 18500 2330 837 293
. Light: 5.8Kg
Weight
¢ Control box: 4.05Kg B 76900 8050 1050 381 136
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Optional Bowens Accessories

Grid Softbox Diffusor Dome

Parabolic Grid Softbox

PST-S60

S—

Lpstsen
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FALCONEYES

NEW 3RD-GEN
LED FRESNEL

| M300/M500/M1200

FalconEyes new 3rd-gen LED Fresnel M300, M500, and M1200
are using the latest 3rd-gen COB bead, compared with the
previous generation series, its performance is more superior,
the color rendering index is as high as 96+, and the color
reproduction effect of fill light is more delicate outstanding, the
most important thing is that the brightness has been greatly
improved, brighter, stronger and mor concentrated.

In terms of operation and light control, the 3rd gen Fresnel is
more intelligent and efficient, it supports the new "DeSal Lite +"
Bluetooth APP with intelligent lighting control. The 3rd gen
Fresnel is preset with 9 x scene light effects, such as lightning,
TV, candlelight, paparazzi, double flash, etc., which makes
lighting control more fun, and simulating some scene
atmospheres a piece of cake.

In addition, the 3rd gen Fresnel supports wireless DMX light
control (built-in wireless DMX module, while retaining the wired
DMX interface), truly getting rid of the shackles of wiring,

M300 | 300W

@WW
— i
L .
i
s v
I

A 2500-9999K
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M500 | 500W

x*y
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Patent Product! DeSal Lite+

S

¥,

AN \§\\\\\\\\\\\\l\‘\\
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00000

Mobile APP Preset 9 scene 2500-9999K CRI96+ Wireless & 20-50°Adjustable
smart control lighting effects  Adjustable CCT High CRI Wired DMX beam angle

seamlessly docking the control console through wireless.

The 3rd gen Fresnel also pushes color temperature to the next
level, it supports 2500-9999K adjustable color temperature,
providing a wider range for creators to shoot and match with
the ambient lighting.

M1200 | 1200W

A Supportwiresless DMX control A TX-WD7 (Optional Accessories)

Lightning 1 Lightning2  Candlelight TV
FX FX FX FX FX
RZI:JA®

\\ ’ Paparazzi Strobe  High/Low beams  Hazard Heartbeat

A DeSalLite+ APP control A 9scene effect

Content list

Light Barndoor Power cable Wire rope Black cloth
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Lighting Modifier Options

Specifications

Model No.

M300 M500 M1200
e LEDs &Power Tpce x 400W Tpce x 600W Tpce x 1600W
e Output Wattage 300W 500W 1200W

Color Temperature

2500K-9999K

2500K-9999K

2500K-9999K

e Operating Voltage AC 100-240V 60 HZ/50HZ AC 100-240V 60 HZ/50HZ AC 100-240V 60 HZ/50HZ
o Compatibility AC POWER AC POWER / DC 48V AC POWER

e Dimming 0-100% Step-less dimming 0-100% Step-less dimming 0-100% Step-less dimming
e Beam Angle 20-50° 20-50° 20-50°

Control Function

Switch+knob+key, APP, wireless & wired DMX

Switch+knob+key, APP, wireless & wired DMX

Switch+knob+key, APP, wireless & wired DMX

A Diffusor Lantern

A Softbox

e CRI 96 96 96
e Dimensions 490x275x235mm 605x275x270mm 705x395x357mm
¢ Weight 5.05Kg 8.3Kg 14.4Kg
2500K 05m:B55000  1Tm:13200 2m:3180 0.5m:87100 1mM:20700 2m:5150 05m:179000 1m:45400 2m:11800
3m:1420  5m:580 <Measured170W> 3m:2350 5m:926 <Measured280w> 3m:5430 5m:2210 <Measured590w>
5150K 05m:129000 1m:30700 2m:7430 0.5m:200000 1mM:50000 2m:12400 0.5m:400000 1m:107000 2m:27700
3m:3320 5m:1360 <Measured325W> 3m:5710 5m:2230 <Measured540w> 3m:12700 5m:5200 <Measured140w>
FLOOD
5600K 05m:119000 1mM:28500 2m:6820 0.5m:198000 1m:48200 2m:12000 0.5m:350000 1m:100000 2m:26000
3m:3060 5m:1250 <Measured290W> 3m:5520 5m:2160 <Measured510w> 3m:11900 5m:4880 <Measured1030w>
9999K 05m:79800 1m:19100 2m:4610 0.5m:133000 1mM:31600 2m:7810 0.5m:230000 1m:66500 2m:17200
3m:2070  5m:842 <Measured170W> 3m:3570 5m:1410 <Measured280w> 3m:7840 5m:3220 <Measured590w>
o LUX
2500K 0.5M:141000 1M:37700 2M:9530 0.6m:220000 Tm:52400 2m:13100 0.5m:350000 1Tm:120000 2m:32300
3M:4240 5M:1550 3m:5710 5m:2100 3m:14700 5m:5460
5150K 0.5m:310000 1TM:88100 2mM:22500 0.5m:500000 Tm:131000 2m:32800 0.5m:800000 1TM:250000 2m:73800
3m:10000 5m:3670 3m:14400 5m:5280 3m:33700 5m:12600
FOCUS
5600K 0.5m:290000 1Tm:81100 2m:20700 0.5m:460000 1M:129000 2m:31800 0.5m:700000 1TmM:230000 2m:69400
3m:9230 5m:3370 3m:13900 5m:5120 3m:31500 5m:11800
9999K 0.5m:200000 1mM:55200 2m:14100 0.5m:310000 1mM:84900 2m:21100 0.5m:460000 1Tm:171000 2m:45300
3m:6310 5m:2290 3m:9230 5m:3410 3m:20600 5m:7680
2500K 05m5B112 1m:1227 2m:296 05m:8095 1mM:1924 2m:479 05m:16636 1m:4219 2m:1097
3m:132 5m:54 3m:218 5m:86 3m:505 5mM:205
5150K 05m:11989 1Tm:2853 2m:691 0.5m:18587 1m:4647 2m:1152 05m:37175 1m:9944 2m:2574
3m:309 5m:126 3m:531 5m:207 3m:1180 5m:483
FLOOD
5600K 05m:11059 1m:2649 2m:634 0.5m:18401 1m:48200 2m:1115 05m:32528 1m:9294 2m:2416
3m:284 5m:116 3m:513 5m:201 3m:1106  5m:454
9999K 05m:7416 1m:1775 2m:428 05m:12361 1m:2937 2m:726 05m:21375 1m:6180 2m:1599
° 3m:192 5m:78 3m:332 5m:131 3m:729 5m:299
Footcandles 500K | 05M13104 1m3504 2mess 05m20446 1mi4870 2mi1217 05m:32528 111152 2m3002
3m:394 5m:144 3m:B531 5m:195 3m:1366 5m:507
5150K 05m:=28810 1m:8188 2m:2091 0.5m:46468 1m:12175 2m:3048 05m:74349 1m:23234 2m:6859
3m:929 5m:341 3m:1338 5m:491 3m:3132 5m:1171
FOCUS
5600K 05m:=26952 1m:7537 2m:1923 0.5m:42751 1m:11989 2m:2955 05m:65056 1m:21375 2m:6450
3m:858 5m:313 3m:1299 5m:476 3m:2928 5m:1097
9999K 05m:18587 1m:5130 2m:1310 0.5m:28810 1m:7890 2m:1960 05m:42751 1m:15892 2m:4210
3mbB86 5m:213 3m:858 5m:317 3m:1914 5m:713
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