1/Product Introduction

The new DESAL 8-Series is applied with color rendering index CIE1931xy color space
calculation standard. Through the quantification of X color coordinate, it can light color
on White LED’ s black body temperate, and control the color output in consistency.

The new lighting control system gives you flexibility to control color temperature stepless
from 2800K to 10000K, color balance G-M +/- 1.0 tuning, RGB colors adjustment, HSI
(Hue, Saturation, Intensity) colors adjustment, etc.

What's more exciting is that the new DESAL 8-Series has a built-in Gel mode, which
possessed with a variety of commonly use film colors lights from LEE and ROSCO filters.
You will only need to select the filter code to quickly generate the light color effect that
you want to create.

DESAL 8-Series also equipped with a Theme mode that has preset lighting effects like
police car light, candle light, etc. The program-free effects can instantly create special
light effect and studio environment.

In addition, DESAL 8-Series is equipped with high-resolution 16Bit PWM fo DMX-512 signal
output as professional-grade lighting, and it supports DMX control system and also smart
phone application fo allow even more possibilities on confrol experience.

With the DESAL 8-Series, there are more possible for a great studio setup that is able to
project different light effect in a snap of fingers. The DESAL 8-series will also have
continuous firmware upgrade which enable more functions in the future.
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(® AC Power Input
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Enter Button

@D Color Adjustment Knob
A2 Color Temperature Knob
3 Intensity Knob

USB Port

i DOWN/Slow button
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2/Product Outlook
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DS-811

495x470x235mm N.W.: 9.26KG
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DS-812

735x492x236mm N.W.: 14.4KG
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460mm

610
RX-818
Light: 610x460mm
Control Box: 285x150x110mm
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RX-836

Light: 1225x465mm
Control Box: 285x175x110mm
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610mm

RX-824

Light: 610x610mm
Control Box: 285x165x110mm

615mm

1215mm

RX-848

Light: 1215x615mm

Control Box: 285x175x110mm
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